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NATIONAL FOREWORD 

This Indian Standard (Part 3) which is identical with ISO 603-3 : 1 999 'Bonded abrasive products — 
Dimensions — Part 3: Grinding wheels for internal cylindrical grinding' issued by the International 
Organization for Standardization (ISO) was adopted by the Bureau of Indian Standards on the 
recommendation of the Abrasives Sectional Committee and approval of the Production and General 
Engineering Division Council. 

This standard was originally published as IS 9291 : 1979 'Dimension of internal grinding wheels' 
based on ISO 1117:1 975 'Bonded abrasive products — Grinding-wheel dimensions'. The Committee 
has now decided to adopt this standard in a single number as IS/ISO 603-3 : 1 999 to make pace with 
the latest developments that have taken place at international level. This standard supersedes 
IS 9291 : 1 979 and after the publication of this standard IS 9291 : 1 979 shall be treated as withdrawn. 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain terminology and conventions are, however, not identical to those used in Indian 
Standards. Attention is particularly drawn to the following: 

a) Wherever the words 'International Standard' appear, referring to this standard, they should be 
read as 'Indian Standard'. 

b) Comma (,) has been used as a decimal marker, while in Indian Standards, the current practice 
is to use a point (.) as the decimal marker. 



In this adopted standard, reference appears to certain International Standards for which Indian 
Standards also exist. The corresponding Indian Standards, which are to be substituted in their 
respective places, are listed below along with their degree of equivalence for the editions indicated: 



International Standard 

ISO 6103 : 1999 Bonded abrasive 
products — Static balancing of 
grinding wheels — Testing 

ISO 525 : 1999 Bonded abrasives 
products — General requirements 

ISO 13942 : 2000 Bonded abrasive 
products — Limit deviations and run- 
out tolerances 



Corresponding Indian Standard 

IS 15297 : 2013 Bonded abrasive 
products — Permissible unbalance 
of grinding wheels as delivered — 
Static testing (first revision) 

IS 551 : 2012 Bonded abrasives 
products — General requirements 

IS/ISO 13942 : 2000 Bonded 
abrasive products — Limit deviations 
and run-out tolerances 



Degree of Equivalence 

Identical to 
ISO 61 03: 2005 



do 
do 



The requirement of BIS Certification Marking given in National Annex A is a part of this standard. 



For the purpose of deciding whether a particular requirement of this standard is complied with, the 
final value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in 
accordance with IS 2 : 1960 'Rules for rounding off numerical values (revised)'. The number of 
significant places retained in the rounded off value should be the same as that of the specified value 
in this standard. 
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Indian Standard 
BONDED ABRASIVE PRODUCTS — DIMENSIONS 

PART 3 GRINDING WHEELS FOR INTERNAL CYLINDRICAL GRINDING 



1 Scope 

This part of ISO 603 specifies the nominal dimensions, in millimeters, of: 

— Type 1 : Straight grinding wheel 

— Type 5: Wheel recessed on one side 

These bonded abrasive products are intended to be used for the grinding of the internal surface of a rotating 
workpiece. The workpiece and the grinding wheel are mechanically guided. 

2 Normative references 

The following normative documents contain provisions which, through reference in this text, constitute provisions of 
this part of ISO 603. For dated references, subsequent amendments to, or revisions of, any of these publications do 
not apply. However, parties to agreements based on this part of ISO 603 are encouraged to investigate the 
possibility of applying the most recent editions of the normative documents indicated below. For undated 
references, the lates edition of the normative document referred to applies. Members of ISO and lEC maintain 
registers of currently valid International Standards. 

ISO 525:1 999, Bonded abrasive products — General requirements. 

ISO 61 03:1 999, Bonded abrasive products — Static balancing of grinding wheels — Testing. 

ISO 1 3942: — "■), Bonded abrasive products — Limit deviations and run-out tolerances. 



""^ To be published. 
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3 Dimensions 

3-1 Type 1 : Straight grinding wlieel 

See Figure 1 and Table 1 . 
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Figure 1 — Type 1 
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3-2 Type 5: Wheel recessed on one side 

See Figure 2 and Table 2. 
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Figure 2 — Type 5 



Table 2 — Dimensions of Type 5 
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In accordance with ISO 525 and 
this part of ISO 603 
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4 Designation 

A complete designation of a bonded abrasive product in accordance with this part of ISO 603 shall be consist of the 
following information: 

a) designation of the bonded abrasives, e.g. "Grinding wheel"; 

b) reference of this part of ISO 603; 

c) type (shape); 

d) dimensions; 

e) specifications of an internal nature; 

f) the maximum operating speed. 

EXAMPLE 

A grinding wheel for internal cylindrical grinding, Type 1, D = 63 mm, T=40 mm, H=20 mm, nature of abrasive A, 
grain size 80, grade K, structure 5, nature of bond V and a maximum operating speed of 32 m/s is designated as 
follows: 

Grinding wheel ISO 603-3 - 1 - 63 x 40 x 20 - A 80 K5V - 32 m/s 

5 Specifications 

The specifications are left to the manufacture's discretion, see ISO 525. 

5-1 Tolerances 

Limit deviations and run-out tolerances in accordance with ISO 13942. 

5.2 Balancing 

Balancing is in accordance with ISO 6103. 

5.3 Marking 

Marking of bonded abrasive products is in accordance with ISO 525. 
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NATIONAL ANNEX A 

{National Foreword) 



A-1 BIS CERTIFICATION MARKING 

Details available with Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to promote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any form 
without the prior permission in writing of BIS. This does not preclude the free use, in course of imple- 
menting the standard, of necessary details, such as symbols and sizes, type or grade designations. 
Enquiries relating to copyright be addressed to the Director (Publications), BIS. 

Review of Indian Standards 

Amendments are issued to standards as the need arises on the basis of comments. Standards are also 
reviewed periodically; a standard along with amendments is reaffirmed when such review indicates that 
no changes are needed; if the review indicates that changes are needed, it is taken up for revision. Users 
of Indian Standards should ascertain that they are in possession of the latest amendments or edition by 
referring to the latest issue of 'BIS Catalogue' and 'Standards: Monthly Additions'. 

This Indian Standard has been developed from Doc No.: PGD 09 (1 1 51 ). 

Amendments Issued Since Publication 

Amendment No. Date of Issue Text Affected 
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